
Art. 3216586

Per un corretto montaggio dello scarico sul veicolo Le consigliamo di seguire attentamente le 
istruzioni di montaggio di seguito illustrate.
All’interno della confezione oltre allo scarico sono presenti le seguenti confezioni di bulloneria:
1) Kit di bulloneria per montaggio scarico allo scooter versione a carter alto 
 (n° 1 viti TCCI M8x20 e n° 1 viti TCCI M8x40 con relative rondelle)
 Vedere schema disegno A.
2) Kit di bulloneria per montaggio scarico allo scooter versione a carter basso
 (n° 1 viti TCCI M8x30 e n° 1 viti TCCI M8x50 con relative rondelle e spessori di alluminio)
 Vedere schema disegno B.
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For a correct fi tting of this exhaust on the vehicle, please follow these instructions.
Inside the box you will fi nd the following items:
1) Kit with bolts and nuts for fi tting the exhaust to a scooter with high engine case
 (n. 1 screw TCCI M8x20 and n. 1 screw TCCI M8x40 with washers)
 Design A
2) Kit with bolts and nuts for fi tting the exhaust to a scooter with low engine case
 (n. 1 screw TCCI M8x30 and n. 1 screw TCCI M8x50 with washers and aluminium spacers)
 Design B.
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ISTRUZIONI DI MONTAGGIO / FITTING INSTRUCTIONS
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